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Beam Detector Accessories
BEAMLRK, 6500-MMK, 6500-SMK

Reflector BEAMLRK

•  Suitable for Beam Smoke Detectors 
Series 6500

•  Three-part reflector set increases the 
detection range to 100m

•  Multi-mount kit with 
three-dimensional angle adaptation

• Surface-mount kit

The Reflector BEAMLRK increases the maximum range 
of the Beam Smoke Detector Series 6500 to 100m. 
The package contains 3 parts. These three parts and 

the reflector included with the detector are put toge-
ther, thus resulting in one large reflector.

Specifications

Material Plastic

Dimensions W × H × D 200 × 230 × 10 (mm), one piece

Dimensions W × H 400 × 460 (mm), entire reflector area

Order number 244024

Order name Reflector For 6500/75-100m BEAMLRK

Mounting Bracket 6500-MMK

The Mounting Bracket 6500-MMK is used for attaching 
the Beam Smoke Detector Series 6500 or the reflector 
under difficult conditions – e.g., if the ceiling is sloped.
If the Beam Smoke Detector 6500 is mounted on the 

Mounting Bracket, the Surface Mounting Box 6500-SMK 
is additionally required.
If the reflector is installed by means of the mounting 
bracket, the range of the detector is limited to 70m.

Specifications

Order number 244025

Order name Mounting Bracket/Swivel 6500-MMK
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Surface Mounting Box 6500-SMK

The Surface Mounting Box 6500-SMK is used for surface 
mounting of the Beam Smoke Detector  Series 6500 or 

for the mounting of the detector in combination with the 
Mounting Bracket 6500-MMK.

Specifications

Material Plastic

Dimensions W × H × D 178 × 230 × 51 (mm)

Order number 244026

Order name Surface Mounting Box 6500-SMK


